
Australia’s range of premium protection cages 
designed specifically to secure equipment from 
damage, theft and vandalism.

Protection Always

AIRCONDITIONING
PLUMBING
LIGHTING
SOLAR

Protection Cages
Comprehensive protection for exposed equipment



ACA600G ACA800G ACA1200G ACA1400G ACA1600G

Airconditioner Condenser Protection

AVANTAGE AUSTRALIA

• Designed with modular panels fastened together with security 
fixings for fast and permanent installation.

• Mounted flush or with 25/50mm clearance to a wall for 
pipework & electrics.

• Removable panels for service access.
• Additional end panel available for wall mounted applications.
• Can be mounted back-to-back for 360 enclosure.

Protecting what powers you
Secure, durable protection cages for essential systems.
Range of premium protection cages designed specifically to secure  
exposed equipment from damage, theft and vandalism.

SPECIFICATIONS

25 x 25mm Welded Mesh

Galvanised/Zinc-Plated

Powdercoated Black

Wall Mounted Installation with 
addtional EPA0001 End PanelRoof Mounted Installation 

2 x ACA - Back to Back

ACB1600G
Indoor Hi-Wall 
Protection

CODE SIZE

ACA0600G W1200 x D600 x H600

ACA0800G W1200 x D600 x H800

ACA1200G W1200 x D600 x H1200

ACA1400G W1150 x D600 x H1400

ACA1600G W1200 x D600 x H1600

ACB1600G D600 x H600 x L1600



www.avantageaustralia.com.au   •    +61 3 9989 5850

Plumbing Protection for Backflow, Water & Gas Meters, HWS, Valves

• Designed with modular panels fastened together with security fixings 
for fast and permanent installation.

• Mounted flush or with 25/50mm clearance for pipework & electrics.
• Includes 2 x end panels for horizontal installation. 
• Optional base frame available for vertical installation.
• Joining frame available to join multiple cages for extra length.

SPECIFICATIONS

25 x 25mm Welded Mesh

Galvanised/Zinc-Plated

Powdercoated Black

ACB0800G

ACB1200G

ACB1600G

ACB2400G
2 x ACB1200 + Joining Frame JFB0001 

Vertical Installation with 
BFB0001G Base-frame

ACS0800/1200G
Horizontal or Vertical

CODE SIZE APPLICATION

ACB0800G W600 x H600 x L800 Backflow Device, Water Meter

ACB1200G W600 x H600 x L1200 Backflow Device, Water Meter

ACB1600G W600 x H600 x L1600 Backflow Device, Water Meter

ACB2400G W600 x H600 x L2400 Backflow Device, Water Meter

ACS0600G W800 x D350 x H600 Gas Meter, Instant HWS

ACS1200G W800 x D350 x H1200 Gas Meter, Instant HWS

ACA1200G W1200 x D600 x H1200 Hydraulic Valves, Controls.
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Protection Always

+61 3 9989 5850
sales@avantageaustralia.com.au
74 Scanion Drive, Epping VIC 3074, Australia
www.avantageaustralia.com.au

Lighting, Solar & Electrical Protection

SPECIFICATIONS

25 x 25 Welded Mesh

Galvanised & Powdercoated - Black / White

CODE SIZE COLOUR / APPLICATION

ACL1845W W180 x D450 x H250 White / Ceiling Mount Exit, Security Camera, Spotlight

ACL3045W W300 x D 450 x H175 White / Wall Mount Exit, Security Camera, Spotlight

ACL3030B W300 x D300 x H300 Black / External Floodlight, Security

ACL4545B W450 x D 450 x H450 Black / External Floodlight, Security

ACS0600G W800 x D350 x H600 Solar Invertor, Elect Controls

ACS1200G W800 x D350 x H1200 Solar Invertor, Elect Controls

ACA1600 W1200 x D600 x H1600 Battery Protection

ACL3030/4545 ACS0600 ACS1200 
Wall Mounted or Ground Mounted 1200mm wide or 1200mm high

• ACL Cages for electrical and smaller equipment including indoor 
emergency exit lights, external spotlights, and security equipment.

• Separate mounting base frame for fast and permanent fixing.
• The cage is attached to the base frame with removable security fixings 

for easy service access.
• ACS Cages for solar inverters and wall mounted controls.
• Mounted flush or with 25/50mm clearance for conduits.


